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DIGITAL CAl^RA DEVICE WITH im:ERNAL PR^^ 

Field of the Invention 

The present inventions relate to printing devices and more particularly to 
5 printing device applications and associated componentry such as prim media 
cartridges and the like. 
Background of the Invention 

The inventions have been developed in the preferred forms to utlize drop-on- 
demand inkjet printing technology and are described hereinafter on this basis. 
10 However, in most instances the inventive aspect3 are equally applicable to systems 
utilizing other preferably compact printing systems. 
Disclosure of the Invention 

In accordance with a first aspect of the invention there is provided a sticker 
printing digital camera device, said device including: 
15 sticker storage means; 

. sticker feed means; 

an hnage sensor for stsnsiii^ an image; 

an internal inkj et printhead operatively associated with said image sensor and 
ad^ted to print on to a sticker delivered by said sticker feed means said sensed image 
20 or a modification thereof; 
an ink supply; and 

means to deliver ink to said printhead. 

Preferably, the device is sized and packaged so as to be readily portable and 
more preferably so as to be hand held. 

25 The sticker printer and camera device can further comprise image effect isetting 

means for setting an image effect to be applied to the sensed image; and image 
processing means interconnected to the image effect setting means and the image 
sensor and adapted to modify the sensed image in accordance with the current setting 
of thie image effect setting means. 

30 The image effect setting means can comprise a dial or a slider having a number 

of effect images indicated thereon. The sticker supply and the ink supply are 
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preferably replenishable and at least one preferably includes an associated 
authentication system. 

Cutting means for severing printed portions of the printed sticlcers may also be 

provided. 

5 Preferably the printhead is a pagewidth printhead. 

In accordance with a second aspect of the invention there is provided a cartridge 
for a printing device, said cartridge including: 

a cartridge casing defining a first container portion for housing therein a supply 
of adhesive coated print media and a second container portion for storing an ink 
10 supply. 

Preferably, the cartridge includes some form of authentication means that is 
recognisable by the printing device, 

Desirably, the inl. storage container portion of the cartridge includes one or more 
ink outlets that are piercable upon installation so as to connect with an ink distribution 
15 unit on tlie printing device. 

m the preferred form, the casing housing the sticker rollers of a generally 
annular configuration with the Ink sloragc container extending outwardly therefrom. 
Preferably, the cartridge casing is adapted to snap fit with the device with which it is 
to be used. 

20 In one particularly preferred fom^, the cartridge is sized and configured for use 

with a sticker printing digital camera device of the kind described hereafter. 

The third aspect of the present invention therefore provides a printer including a 
printing means, a print media transport means, an ink storage means, a fluidic 
connection between said ink storage means and said printing means, and a data 
25 connection means for transferring print data to said prinUng means, wherein said data 
connection means is a PC card (PCMCIA) interface. 

Prefenibly the print media transport means is associated with a docking bay 
adapted to receive a paper cartridge and arranged to transport paper from die cartridge 

past the printing means. 
30 Preferably the printer is contained within a support case, and wherein the PC 

card interface protrudes from one end of the case. 
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Preferably the printing meaiis comprise an inkjet printhead. 
Preferably the printhead is a pagewidth inject printhead. 
In one form of the invention the sheet paper cartridge is adapted to hold business 
card size sheets of paper and the assembled cartridge and printer are approximately the 
5 size ofa PCMCIA type III card. 

Preferably the printhead includes an array of ink ejection nozzles, each nozzle 
communicating with a chamber incorporating a paddle moved by a thermal.bend 

actuator adapted to be activated for the ejection of ink on demand from the nozzle. 
The fourth aspect of the present invention therefore provides a print on demand 
1 0 camera system comprising a camera unit incorporating a lens, an image sensor, image 
processing means, a power supply and a PCMCIA interface arranged to receive a 
signal from the image sensor via the image processing means,, and a detachable printer 
unit having a 1»CMC1 A interface engageable with the camera unit. 

Preferably the printer unit has a support case With the PCMCIA interface 

15 protruding from One end of the case. 

Preferably the printer unit includes a page width Inkjet printhead, and a docking 
bay adapted to receive a paper cartridge and anrangcd to feed paper from the cartridge 

past the printhead. 

Preferably the docking bay is adapted to receive a sheet paper cartridge. 
20 In one form of the invention the sheet paper cartridge is adapted to hold business 

card size sheets of paper and the assembled cartridge and printer are approximately the 
size of a PCMCIA type III card. 

Preferably the printhead includes an.array of ink ejection nozzles, each nozzle 
' communicating with a chamber incorporating a paddle moved by a thermal bend 
25 actuator adapted to be activated for the ejection of ink on demand from the nozzle. 

In accordance vVith the fifth aspect of the present invention, there is provided a 
printer unit incorporating a printhead, a prim Gontroller chip arranged to control the 
printhead. and ink.and paper supply means, said printer unit being configured to tit 
within a persona! computer type disk drive bay. 
30 Preferably the printliead is a pagewidth inkjet printhead. 
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Preferably the inlc and paper supply means are provided within a demountable 
cartridge. 

Preferably the demountable cartridge is elongate in shape and adapted to be 
inserted into the printer unit in a longitudinal direction. 

Preferably the printer unit is rotatably mounted to a sub-frame configured to fit 
within the disk drive bay so that the printer unit is rotatable bel.^'een an operational 
position wherein paper from the paper supply means is adapted to be ejected from the 
front of the disk drive bay and a loading position wherein the demountable cartridge is 
adapted to be inserted longitudinally into the printer unit. 
, Preferably the printer unit is rotated approximately 90° between the operational 

position and the loading position. 

In accordance with a sixth aspect of the present invention, there is provided a 
hand held mobile phuue device with integral internal print apparatus and print media 

supply, said device comprising: 
5 a mobile telephone unit for transmitting and receiving signals; 

an internal print media storage uiiit; 

processing means for processing said received and transmitted signals into a 

printable form; 

a printhead and ink distribution unit assembly attached lo said procc3six.g means 
20 for printing out said processed signals onto said print media; and 

print media feed means to feed said print media from said storage .ucm.s to said 
printhead for printing of said processed signal information thereon. 

In a first preferred form the print media comprises paper or card sheets. The 
cards are preferably substantially the size of an average business card. Desirably the 
2. printhead and the card storage unit form a snap fit with the mobile telephone unit. 

m a second preferred form the print media is in the foi-m of a paper print roll and 
more preferably the print roll is provided in a cartridge that also includes an integral 
ink supply. 

The printhead can comprise a single unit of the width of the paper or cards and 
JO may be formed via semiconductnt fabrication techniques. 
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The card storage unit can be detachable from the apparatus. The printhead or 
printhead and inlt distribution unit assembly can be separately deiai;hablc from the 
phone apparatus and the print media storage unit. 

The printhead can comprise a full colour printhead attached via an ink 
5 distribulion luiit to a series of ink supply reservoirs to supply separate colours to each 
of the colours of the printhead. 

The printhead can comprise an array of ink ejection nozzle arrangements 

wherein liquid can be ejected by means of activation of a corresponding thermal bend 
actuator attached to each of the nozzle arrangements. 

1 0 I he printhead preferably can include a series of attached iiik supply reservoirs 

with a first reservoir being substantially larger then the others. The printhead and ink 
distribution unit and/or the print roll cartridge preferably can include an authentication 
chip wiiich ensures use of only approved consumables and which can also be used to 
set a predetermined amount of usage of each item. 

15 ■ The hand held mobile phone can be of any kind and utiUsing any 

communications system so long as the transmitted signals can be processed into a 
pi uitablc form. Examples of suitable phone types and/or communications systems 
include GSM. CDMA, PHS, satellite phone systems, and third generation (3G) 
internet connected mobile phone systems including GPRS and WCDMA. 

20 In accordance with a seventh aspect of the present invention, there is provided a 

hand held mobile phone device with integral internal print apparatus, said device 
comprising: 

a mobile telephone unit for transmitting and receiving signals; 
processing means for processing said received and traiismitted signals into a 
25 printable form; . 

a printhead and ink distribution unit assembly attached to said processing means 
for printing out said processed signals onto a print media; and 

print media feed means to feed print media received from a supply external of 
said phone device to said prihthead for printing of said processed signal information ; 
30 thereon.. 

Preferably, the print media comprises paper or card sheets. 
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The printhead can comprise a single unit of the width of the print media and may 
be formed via semiconduclor fabrication techniques. 

Desirably, the printhead or printhead and ink distribution unit assembly is ■ 
detachable from the phone device. In the preferred form the printhead is pan of a sub- 
5 assembly also including an ink distribution unit and ink supply, hereinafter refeired to 
as a printhead and ink supply module. 

The printhead can comprise a full colour printhead attached via an ink 
distribution unit to a series of ink supply reservoirs to supply separate colours to each 

of the colours of the printhead. 
,0 In a preferred form, the printhead comprises an array of ink ejection nozzle 

arrcuigement. wherein liquid can be ejected by means of corresponding actuators 
attached to ejection peddles associated with each of the nozzle arrangements. 
Preferably, the actviators are thermal bend actuators. 

The printhead and ink supply module preferably includes an ink distribution unit 
,5 connected with a series of attached ink supply reservoirs, with a first reservoir being, 
substantially larger than the others which is preferably used to store black ink. The 
printhead and the ink distribution unit assembly or printhead «nd ink supply module 
optionally forms a releasable snap fit with the mobile telephone umt. 

The printhead or printhead and ink disuibution unft assembly also preferably 
20 includes an authentication means that m the preferred embodiment is in the form of an 
authentication chip. This enables the use of only approved consumables with the 
phone device and also optionally records use and consumption data and which may be 
used to allow for only a predetermined amount of usage of the printhead or printhead 

and ink supply module. 
25 The print media can be fed into the printer phone manually. Alternatively, a 

prim media dispensing device can be used that preferably includes: 

a print media storage region having a dispensing outlet; 

a printer phone cradle to support said printer phone and align a print media inlet 
thereon with the dispensing outlet of the print media storage region: and 
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a dispensing ejector mechanism operable to eject a predelermined quantity of 
print media through the dispensing outlet and into the printer phone prim media inlei 
for engagement with an associated print media feed means provided in said phone. 
• Desirably, the print media is in the form of card or paper sheets. 

Preferably, the ejector mechanism comprises a slider operable to select and 
engage one of the card or paper sheets and drive it througlj the dispensing outlet. 

Desirably^ the print media storage means includes a meatts to bias a supply of 
print media disposed therein toward said ejector mechanism and into alignment with 
said dispensing outlet. 

While the preferred telephone unit of the invention is a PHS phone device, tlie 
invention is equally applicable to any type of mobile phone utilising any 
communications system, so long as die transmitted signals can be processed into a 
printable form. Examples of other suitable phone types and/or communication 
systems include GSM. CDMA satellite phone systems and third generation internet 
connected mobile phone (3G) systems including GPRS & WCDMA. 

In accordance with a first form of the eighth aspect of the pres«?nt invention, 
there is provided a video game console device including: . 

means to rebeive detachable interactive program storage nieans for execution by 
said coiisole: 

processing and operatmg means for executing said interactive program stored on 
said detachable interactive program storage means, said program execution causing ' 
the generation of images tor display on an image display means; 

communication means to enable operational interaction from control devices 

dviririg execution of said program; and 

an integral printer apparatus mcluding a printhead, ink supply unit, and print 

media feed means; • . 

said printer apparatus being operatively associated with said processing and 
operating means to print out on to print media images relevaiit to said interactive 

program. 

In the preferred form, the console is designed for use with a detachable 
coniroller module that includes a variety of interactive control devices siich as 



wo 00/28379 



PCT/AU99/00985 



-8 



joysticks and control buttons etc. This controller may commtmicate with the console 
by wireless communicat,on means such as the new "Bluetooth" .ystcm or by cable or 
Other suitable communication means. 

Preferably, the integral printer apparatus includes an internal prim media supply 



unit. 



1„ the preferred form, the print tnedia is in the form of sheets of paper or card 
and the print media supply unit and ink supply unit are jointly housed in a replaceable 

cartridge assembly. 

In one particularly preferred form, the replaceable cartridge includes a print 
) media feed roller device that interacts with a non-replaceable print media feed 
mechanism provideH within the console. 

Desirably, the interactive program is activated to print out images via the printer 
apparatus at certain predetermined positions in the program. 

The printer apparatus preferably comprises an inlcjet prmter that is optionally in 
5 the formofapagewidtharray of inkejectionnoz7lcs whichejectinkbymeansof a 

series of actuators. Preferably, the actuators are thermal bend actuators. 

In a preferred form, the detachable program storage means is in tlie form of a 
Digital Video Disk also known as a Digital Versatile Disk (DVD) executable by a 
DVD player. In other similarly preferred fomus CD-ROMs ar,d semiconductor 
20 memory cartridges can be used in place of DVDs with appropriate drives or 
connectors, hardware and software. 

According to the ninth aspect of the invention there is provided a digital 
cartridge for a printing device, the cartridge including a casing having: 
a first portion for housing.thercin a supply of print media; 
25 a print media exh opening; and 

an integral media transport mechanism disposed upon operation to pick up and 
drive an amount of said print media through said exit opening. 

rn the preferred form, the cartridge includes a second storage portion for 

housing therein a supply of ink. 
30 Desirably, the printmediatransportmechanismcomprisesapickuproller 

assembly and more, parlicuiariy includes: . 
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a drive shaft; 

pick up rollers secured to the drive shaft; and 

a drive gear, the shaft and rollers being captively supported within the casing. 
Preferably the drive gear is positioned to be external to the casing to engage a 
5 powered corresponding gear provided on the printing device with which it is to be 
used. Alternatively an opening may be provided in the casing to facilitate this 
engagement with the powered gear of the printer device. 

Desirably, the ink storage portion is segregated into a plurality of distinct 
chambers for storing a supply of different coloured inks. 
1 0 Preterably , the ink is stored within the second, ink storage portion in a 

collapsible bladder. The bladder may be in the form of a fully flexible sealed bag 
which locates within an external rigid casing. More preferably, the ink can be stored 
within a region defmed on one side by a rigid portion of the casing to which has been 
sealed a collapsible merabrcine which defines the other side. Desirably, at least a 
1 5 portion oFthc rigid housing adjacent the side of the collapsible membrane or bag that 
is not in fluid communication with the ink, includes vent means to facilitate ingress o 
air to idlow the membrane to collapse as the ink supply is coninimed.. 

In the preferred form, the irik storage portion also includes one or more ink 
outlets each having a seal which is picrcablc upon connection with the printing devio 
20 Desirably, these outlets are in the form of nozzle connections adapted for attachment 
with an ink distribution connection provided on the printer. 

Preferably, tlie digital printing device is a drop-on-demand inkjet printing 

device. 

Brief Description of the Drawings 
25 Pveferredexamplesof the inventions will.now be described, by way of 

example only, with reference to the accompanying drawings in which: 

Fig. 1 is a front perspective view of the sticker printing camera according to 

the fn-st aspect of the inyenti&n; 

Fig. 2 is a rear perspective view of the sticker printing camera of Fig.l; 
30 Fig. 3 is a left hand side view of the sticker printing camera of the previous 

figures; 
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Fig. 4 is a right hand side view of the sticker printing camera of the previous 

figures; 

Fig. 5 is an exploded perspective view of the sticker printing camera device as 
shown in Fig. 1 including the sticker printroli and ink cartridge; 
5 Fig. 6 is a rear view of the sticker printing camera fpm the previous figures 

with the uppermost cover portions removed to illustrate the sticker storage area, ink 

.supply, feeder and printer mechanism; 

Fig. 7 is an enlai'ged perspective view of the printer mechanism shown in Fig. 

6; 

10 Fig. 8 is a top plan view of the device shown in Figs. 1-5; 

Fig. 9 is a pan .sectioned top plan view showing detail of the printer 
mechanism shown in Figs. 6 and 7; 

Fig. 10 is an exploded perspective view of the Sticker roll and ink cartridge; 
Fig. 1 1 is a front view of the sticker roll and ink cartridge shown with the base 

15 moulding removed; 

Fig. 1 2 is a front view showing the interaction of the cartridge with the printer 

mechanism; 

Fig. 13 is aperspective view showing the major components of the electrical 

control circuitry of the sticker printing camera; 
20 Fig. 14 isaperspectiveviewofaportableprinteraccordingtothcinvention 

showing a sheet paper cartridge engaged with the printer; 

. Fig. 1 5 is a perspective view of the paper cartridge shown in Fig. 1 ; 
Fig. 16 is an exploded perspective view of the printer and cartridge shown in 

Fig. 14; 

25 Fig. 17 is a perspective view to an enlarged scale of the printhead and ink 

reservoir shown in Fig. 16; 

Fig. 1 8 is a perspective view of a detachable printer unit tor use in a print on 

. demand camera system according to the invention; 

Fig. 19 is a perspective view of the paper cartridge shown engaged with the 

30 printer in Fig. 18; 
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Fig. 20 is a exploded perspective view of the printer and. cartridge shown iii 
;. Fig. 18; 

Fig. 21 is a perspective view to an enlarged scale of the printhead and ink 
reservoir shown in Fig. 20; 
5 F ig. 22 is a front perspective view of a print on demand camera system 

according to the invention incorporating the printer shown in Fig. 18; 

Fig. 23 is a rear perspective view of the print on demand camera system shown 
in Fig. 22; 

Fig. 24 is similar view to Fig. 22 showing the detacliable printer unit removed 

10 from the camera unit; 

Fi g. 25 is a similar view to Fig.. 24 showing the paper cartridge removed from 

the detachable printer unit; 

Fig. 26 is a section through the camera system at some depth from the face 

presented in Fig. 5; 

15 Fig. 27 is a section through the camera system at right angles to the section of 

Fig. 26; 

Fig. 28 is a block diagram shovwng the openitional interconnection of the 

various components of the camera .system according to the invention; 

Fig! 29 IS a front perspective view of a printer unit according to the invention 
20 in the operational position; 

Fig. 30 is a similar view to Fig. 29 in the loading position; 
Fig. 3 1 is a similar view to Fig. 30 showing the loading door open and a 
demountable cartridge aligned for loading; 

Fig. 32 is a horizontal section through the printer in the position shown in Fig. 



2.5 29; 
30; 



Fig. 33 is a similar view to Fig. 4 with tlie printer in the position shown in Fig. 

Fig. 34 is a front view of the printer in the position shown in Fig. 30; 
Fig. 35 is a similar view to Fig. 6 with the.loading door open; 
Fig. 36 is a vertical section to an enlarged scale through the printer unit; 
Fig. 37 is a vertical sectiori at right angles to Fig. 36; 
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¥\g. 38 is a block diagram illustrating the operation of Uie printer unit; 
Fig. 39 is a front view of a first preferred embodiment in accordance with tiie 
sixtli aspect of tlie invention; 

Fig. 40 is an exploded perspective view of the rear of the first embodmicnt; 
S Fig. 41 is a further exploded perspective view, partly in section, of the first 

embodiment showing more detail of the internal structures; 

Figs. 42 and 42A are sectional rear and side views of the first embodiment 
respectively; 

Fig. 43 is a sectional perspective view of tlie print apparatus of the first 
10 embodiment; 

Fig. 44 i. . schematic block diagram showing the electrical interconnections 

for the first embodiment: 

Fig. 45 is a front view of a second preferred embodiment utilising a paper and 

ink cartridge and having a scanning facility; 
,5 Fig. 46 is a right hand side view of the second embodiment printer phone 

shown in figure 45: 

Fig. 47 is a rear view of the second embodiment printer phone according to Ihe 
sixth inventive aspect shovm in figures 45 and 46; 

Fig. 48 is a left hand side view of the printer phone shown in fiBure 45; 
20 Fig. 49 is a top plan view of the printer phone shown in figure 45; 

Fig. 50 is an inverted plan view of the printer plione shown in figure 45; 

F.g. 5 1 is an inverted plan view as shown in figure 50 iUustrated with the print 

roll hatch in the open position; 

Fig. 52 is a perspective view of the printer phone of figure 45 illustrating 
25 insertion/removal of the print roll via the print roil hatch; and 

Fig. 53 is a schematic block diagram showing the electrical intercomiectipns 
for the second embodiment of the sixth aspect of the invention. 

Fig. 54 is a front perspective view of a first embodiment printer phone in 
accordance with the seventh aspect of the invention; 
30 Fic- 55 is a rear perspecfive view of the phone shown in figure 54; 



i 
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Fig. 56 is a front perspective view as shown in figure 54 with the front outer 
cover removed; ' . . 

Fig. 57 is a front perspective view of the battery shown in the previous figures; 
Fig. 58 is a layered sectional right hand side view of the printer phone shown 

5 in the previous figures; 

Fig. 59 is a front perspective view of the printer phone sub-chassis and 

printhead/inlc supply module; 

Fig. 60 is a front perspective view of the support chassis shovwi in figure 59, 
Fig. 6 1 is a part sectioned front perspective view of the printhead and ink 
iO supply module shown in figure 59; 

FiR. 62 is a transverse section through the phone unit and printhead/ink supply 

module; 

Fig. 63 is a front layered sectional view of the printer phone of the previous 

figures; 

15 Fig. 64 is a plan view of the phone of the previous figures attached to an 

associated print media dispensing device; 

Fig. 65 is a plan view of the print media dispensing device shown in figure 64; 
Fig. 66 is a left hand side view of the print media dispenser shown in figures 
64 and 65; 

20 Fig. 67 is a sectional right hand side view of the print media dispenser shown 

in figure 64; 

Fig. 68 is a plan view of the print media dispenser shown in figure 64 with the 
upper portion of the caiiing removed; 

Fig. 69 is a schematic block diagram showing the electrical interconnections; ' 
25 ' Fig. 70 is a front perspective view of a first embodiment video game console 

according to the invention with detachable controller module, illustrating a printed card 
being ejected fi"om the integral printer; 

Fig. 7 1 is a front perspective view of the console comprising printer module and 
DVD module with the top controller module removed; 
30 Fig. 72 is a rear perspective of the console shown in figtire 71 ; 

Fjg. 73 is a front view of the console shown in figures 7 1 and 72: 
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Fig. 74 is a side view of the console assembly shown in figure 73; 

Fig: 75 is ail exploded front perspective view of the console assembly shown in 

figures 71 to 75; 

Fig. 76 is a front perspective view of tlie console with the printer module tup 
cover removed; 

Fig. 77 is an exploded perspective view of the printer apparams including the 
Printhead. print media feed mechanism and printhead ink distribution assembly but 
excluding the ink supply; 

Fig. 78 is a front perspective view of the console showing the printer module in 
, the raised position for insertion of the print media and ink supply cartridge; 

Fig. 79 is a schematic view of the as.sembly shown in figure 78 illustrating 
. insertion of a DVD into the DVD player module; 

Fig. 80 is a top perspective view of a cartridge in accordance with the 

invention; 

5 Fig. Slis an inverted perspective view of the cartridge shown in figure 80; 

Fig. 82 is an exploded perspective top view shown in the same orientation as 

that shown in figure 80; 

Fig. 83 is an exploded inverted perspective view shown in the same orientation 

as figure 81: • . 

20 Fig. 84 is a top plan view of the cartridge of the previous figures: 

Fig. 85 is a right hand side view of the cartridge shown in figxirc 84; 
. Fig. 86 is an inverted plan view of the cartridge of the previous figures; 

Fig. 87 is a left hand side view of the same cartridge; 

Fig. 88 is a front view of the same cartridge; 
05 Fig. 89 is a rear view of the same cartridge; 

Fig. 90 is a sectional rear view taken on line 1 1 -1 1 of figure 84; and 

Fig. 91 is a sectional side view taken on line 12-12 of figure 84. 
PrpWofi Fmhndimen t«i of the Invention 

Preterred embodiments of the various aspects of the invention will now be 
30 described with reference to figures I to 91 of the accompanying drawings. 
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The prefeiTcd embodiment of the first and second aspects of the invention 
comprises a sticker printing camera able to print stickers on demand on a 
replenishable printroll. The "stickercam" 1 as illustrated in the accompanying figures 
has a muhi-part housing defined by an external front cover moulding 2, an iniemai 
5 sub-structure and rear molding 3, a sticker and ink cartridge molding 4 and an external 
rear cover 5. 

Tlie housing in the illustrated preferred form is generally tear drop shaped in 
elevation, the generally circular portion 6 being adapted to store stickers in a printroll 
form and the remaining portion housing the ink supply 7, printhead arrangement 8 and 
10 sticker feed mechanism 9. . 

The view tinder 1 0 is also disposed at or near the centre of the circular housing 
portion 6 and extends fully tlirough the casing from the front cover 2 to an optional 
eye piece 1 1 on the rear. Provided immediately below the view finder 10 at the front 
of the casing is a camera lens 12 which is operatively associated with the suitable 
15 image sensing and processing means such as the CCD 1 3 shown in figure 12. Further, 
a "take" button 1 4 is provided at the top of the casing together with a "print" button 1 5 
for taking and priming images respectively. 

The preferred "stickercam" as illustrated also includes an ^'eftects dial" 1 6 which 
is lotatable so as to irnpleiueat a scries of clTcets such as normal, black and white, 
20 sepia, soft blending, etc. It can also be used for the addition of graphical clip arts such 
as love hearts, flowers, surprise effects, etc. On the dial, a series of icon pictures may 
be provided on which is printed ah indicator of the effect. The effect placed at the • 
indicator marker 1 7 is the one then applied by the camera. The elTect dial can be 
implemented by placing a series of conductive segments on the reverse side of tlie 
,25 wheel with the conductive segments forming a binary pattern indicative of the type of 
eftwt to be displayed. The segments can complete a circuit monitorable by the 
stickercam so as to provide for the effect. 

In the preferred form, the stickers are provided in the forni of a sticker roll 1 8 
wWch is preferably housed in a cartridge, assembly 19 which is releasably secured to 
30 the external casing. Tlie cartridge is of a similar shape and structure to the external 
hoiusing and comprises a top molding.2() which defines a generally atinular sticker roll 
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contaimng portion 2 1 with a generally triangular sectioned ink storage section 22. The 
ink storage section is preferably divided into a plurality of distinct chambers 23 so as 
to provide for both colour and black and white printing. Two slots are also provided 
in the side wall of the cartridge top molding, the first being a sticker exit slot 24 and 
the second being a pick up roller slot 25 which "forms part of the sticker feed 
mechanism 27 that is described in more detail below. The cartridge 19 also includes a 
base molding 28 which seals both the sticker roll cavity ai.d the ink chambers. 
Preferably, ink outlet perforations 29 are provided in the base molding that are 
covered by a sealing film that is pierced during installation so as to be in fluid 
communication with a printer mechanism 30. Desirably, the cartridge is a sealed unit 
such that the. .tickers aitd ink supply are to be replenished simultaneously. 
Conveniently, the cartridge may be snap fitted with the external housing by means of 
pressure snap mounts 31 shovm in the drawings. 

The sticker feed mechamsm 27 and printer mechanism 30 are best illustrated in 
figures 2, 5, 7, 9 and 12, The sticker feed mechanism 27 includes a pick up roller 32 
which spools the stickers forward once the cartridge has been inserted in the outer 
. housing. Adjacent the pick up roller are several pairs of driye rollers or niji. rollers 33 
which are operated via an appropriate gear chain 34 by the motor 35. A serrated cutter 
36 may also be provided as part of the feed sub-e«3cmbiy and arranged so as to be 
adiacent the printed sticker ouUet 37 that is.formed as part of the housing front 
molding 2. Alternatively, a guillotine type arrangement could be provided. 

The printer mechanism 30 is best shown in figures 6 and 7 and comprises a page 
width printhead chip 40 witlt an ink distribution unit 4 1 . Forming part of tlic ink 
distribution unit is an ink supply connection manifold 42 which has a plurality of ink 
5 inlet projections 43 which engage the inlc oudet perforations 29 on the sticker roll and 
ink cartridge 19. Preferably, the printer mechanism and sticker feed mechanism are a 
single unit and are detachable for replacement or repair. 

Turning now to figure 12 (and figure 5), there is shown a schematic arrangement 
of a part of the electrical circuitry for the control and operation of the stickercam 
^,0 device As can be seen, a simple flexible PCB harness can be used to. interconnect the 
take and print buttons 14 and 1 5 to the CCD 13 and the printhead assembly 30. Also 
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provided as part of the circuit are contacts 45 for ihe power supply which is preferably 
in the form of a three volt battery 46, Further, the detachable prindicad and/or sticker 
and ink supply cartridge preferably include an authentication mechanism such as that 
outlined in applicant's earlier PCT application number Fd7AU98/00544 entitled "A 
camera with an internal printing system". The authentication chip coiitact47 is shown 
in figure 12. 

In use, the "stickercam" is oriented toward the target subject and the take button 
14 is then operated to capture the image. The effects dial 16 can tlien be rotated and 
an effect selected. When the print button 1 5 is then operated the sticker feed 
mechanism 27 delivers the next sticker or portion of sticker media to the printhead 
assembly 30 for printing of the effect processed image thereon. 

Numerous variations are possible withiii the overall inventive concept. For 
example, the printhead unit can be a suitable adaptation of that outlined in the 
Australian provisional patent application entitled "Image Creation Method and 
Apparatus (ART 79)" filed concunrently herewdth by. the present applicant, the 
contents of which are hereby incorporated by cross reference. Alternatively, the 
preferred embodiment be implemented as a rearrangement of the system disclosed 
in PCT Patent Application PCT/AU98/00549 (WO 99/0455 1 ).entitlcd "A 
Replenishable One Time Use Camera System" also filed by the pres«« Applicant. 
Advantageously, the image sensor can be of a reduced size to that described in the 
above referenced PCT application due to the small size of the stickers. 

Similarly, the electronics of the stickercam can be based around a CMOS image 
sensor 1 9 which also includes processing circuitry for processing an image and 
forwarding it to the printhead 12 for printing. The operation of the internal control 
electronics can be substantially as .set out in the aforementioned PC I specification 
WO 99/04551. 

llie preferred application of the cartridge according to the second aspect of the 
invention is to a sticker printing camera able to print stickers on demand on a 
replenishable printrpll. 

Ill the preferred form of the third aspect of the invention, a small compact printer 
i.s provided which is adapted to print on business card sized sheets of paper.and which 
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is sized to fit within the constraints of a PCMCIA type III card (the PCMCIA - 
Personal Computer Memory Card International Association - sets parameters for 30 
called PC cards with a type III card having a typical size of 85.6 mm by 54 mm and a 
thickness of 1 0.5 mm). It will, however, by appreciated that a printer made according 
, to the invention can be of a larger size e.g. to print on 6 inch by 4 inch photo sized 
paper while still incorporating a direct interface with a PCMCIA slotby way of a 
PCMCIA interface plug as will be described below. 

In the preferred fomi of the invention the printer comprises a support case 1 
having a PCMCIA interface plug 2 protruding from one end and a pagewidth inkjet 
0 printer extending substantially across the case beneath a cover 3 at the opposite end. 
The printer incorpomtes a doclcing bay 4 adapted to receive a sheet paper 
cartridge 5 shown in more detail in figures 1 5 and 1 6. 

The paper cartridge-5 typically has a metal cover 6 incorporating a pair of 
integral leaf springs 7 arranged to bear against the top of a paper stack 8, forcing the 
,5 papir downwardly (in the sense shown in figure 1 6) to a lower position, where die 
lowermost sheet in the stack may be fed out beneaUi a front molding 9. 

The cartridge is completed by a lower baae member 10 anti a back molding 1 1 . 
The pagewidth printer 12 located beneath cover 3 includes a series of ink 
channel reservoirs such as those shown at 13 and 14 with one reservoir for each ink 
20 color in addition to an additional reservoir of large capacity for black ink. The 

•voirs are formed around a printhead havmg feed channels progressively reducing 
n size such as those shown at 15, 16, 17 and 18 feeding a printhead 30 formed by chip 
manufacturing techniques and incorporating CMOS and MEMS technology similar to 
that disclosed in Amtralian provisional patent application no. PP6534 filed on 16 
October- 1998 entitled 'Micromechanical device and method (IJ46ay assigned to the 
present applicant arid incorporated herein by way of cross reference. 

The printer unit 12 turther includes rollers 19, 20 arranged to firstly withdraw 
the lowest sheet from the stack 8 in cartridge 5, forward the .sheet across the printhead 
30 o» demand for printing and eject the sheet from the printer via exit slot 21 . The 
rollers are driven From an electric motor 12 by way of a gear box 23. 

The printer is controlled by a printer control chip interconnected between the 
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PCMCIA interface 2 and the printer unit 12 and this may be incorporated within the 
printhead at 24 or in a flexible printed circuit board beneath the floor of docking bay 
4. . 

The electronic circuitry to drive the printhead can also include an ASIC 
5 (application specific integrated circuit) device which.provides for a one-time use of 
the printer unit 12 before it must be replaced. This circuit, in the form of an 
•authentication chip' is preferably similar to that disclosed in international patent 
application PCT/AU98/00544, also assigned to the present applicant. 

The provision of a detachable paper cartridge 5 as a separate item to the printer 
10 mechanism 12 allows for ready replenishment of paper supplies. 

A portable printer of this type has many different applications including the 
printing of business cards on demand from an extremely compact and portable device 
which can be directly engaged with the PC card slot in a lap top or notebook type 
computer without the use of interconnecting cables or other devices. An enlarged 
15 version of tiie printer, also provided with a PCMCIA interface plug can be used to 
print larger materials in a similar manner, for example, the printing of 6 by 4 size 
photographs or other similar luaieriiil 

The print on demand camera system of the fourth aspect will firstly be described 
with reference to the detachable, printer unit which is eugagcable with the coraera 
20 system. 

In the preferred form of the invention, a small compact printer is provided which 
is adapted to print on business card sized sheets of paper and which is sized to fit 
within the constraints of a PCMCIA type III card (the PCMCIA - Personal Computer 
Memory Card International Association - sets parameters for so called PC cards with a 

25 type III cardhaving a typical size of 85.6 mm by 54 mm and a thickness of 10.5 mm). 
It will, however, by appreciated that a priinter made according to the invention can be 
of a larger size e.g. to print on 6 inch by 4 inch photo sized paper while still 
incorporating a direct interface with a PCMCIA slot by way of a PCMCIA interface 
plug as will be described below. 

30 In the preferred form of the invention the printier comprises a support case 1 

having a PCMCIA interface plug 2 protruding from one eiid and a pagewidth inkjet 
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printer extending substantially across the case beneath a cover 3 at the opposite end. 

The printer incorporates a docking bay 4 adapted to receive a sheet paper • 
cartridge 5 shown in more detail in figures 2 and 3. 

The p^er cartridge 5 typically has a metal cover 6 incorporating a pair of 
integral leaf springs 7 arranged to bear against the top of a paper stack 8, forcing the 
paper downwardly (in the sense shown in figure 20) to a lower position, where the 
lowermost sheet in the stack may be fed out beneath a front molding 9. 

The cartridge is completed by a lower base member 10 and a back molding 1 1. 
The pagewidth printer 12 located beneath cover 3 includes a series of ink 
channel reservoirs such as those shown at 13 and 14 with one reservoir for each ink 
color in addition to an additional reservoir of large capacity for black ink. The 
reservoirs are formed around a printhead having feed channels progressively reducing 
in size such as those shown at 15, 16, 17 and 18 feeding a printhead 30 formed by chip 
manufacturing techniques and incorporating CMOS and MEMS technology similar to 
that disclosed in Australian provisional patent application no. PP6534 filed on 16 
October, 1998 entitled 'Micromechanical device and method {IJ46ay assigned to the 
present applicant and incorporated licicin by way of crosa reference. 

The printer unit 12 further includes rollers 19, 20 arranged to firstly withdraw 
the lowest sheet from the stack 8 in cartridge 5, forward the sheet across the printhead 
30 on demand for printing and eject the sheet ft^m the printer via exit slot 21. The 
rollers are driven from an electric motor 22 by way of a gear box 23. 

The printer is controlled by a printer control chip interconnected between the 
PCMCIA interface 2 and the printer unit 12 and this may be incorporated within the 
printhead at 24 or in a flexible printed circuit board beneath the floor of docking bay 
4. 

The electronic circuitry to drive the printhead caft also include an ASIC 
(application specific integrated circuit) device which provides for a one-time use of 
the printer unit 1 2 before it must be replaced. This circuit, in the form of an 
•authentication chip' is preferably sinnilar to that disclosed in international patent 
application PCT/AU98/00544, also assigned to the present applicant. 

The provision of a detachable paper cartridge 5 as a separate item to the printer 
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mechanism 12 allows for ready replenishment of paper suppUes. 

The printer unit is engaged into a camera system to provide a complete cftxnera 
unit as shown in figures 22 and 23. The camera unit comprises a camera body 25 
adapted to receive the printer unit with the printer unit coyer 3 and its exit slot 2 1 
5 protruding from the bousing. 

The camera further incorporates a lens 26 and a view finder having a front 
window 27 and an eye piece 28, A convenient door 29 may be provided for access to 
the battery or batteries used to power the camera. 

The camera includes a 'shutter" button 30 and a print button 3 1 arranged to 
10 control operation of the detachable printer unit. 

As described above, the paper cartridge 5 is detachable from the printer unit for 
replenishment of paper as can be clearly seen in figure 25 . 

The interior of the camera body 25 is provided with a PCMCIA slot 32 (figure 
16) engageable with the PCMCIA plug 2 on the end of the detachable printer unit. 
15 Wlicn the printer umt is inserted into the camera body, the plug 2 is engaged in the 
slot 32 providing the appropriate electrical intercomiection between the detachable 
printer imit and the camera unit. 

The camera unit further incorporates an iihage sensor typically in the form of a 
CCD 33 (figure 26) located directly behind Uie lens 26. The CCD 33 is connected via 
20 a flexible PCB 34 to main PCB 35 incorporating image processing means which 
process the signal fi-om the CCD and transfer it in turn to the PC card slot 32. 

The camera system is powered by a battery 35 inserted through hinged door 29. 
Turning to figure 28, there is illustrated, schematically ,the operational portions 
of the system which are intercoimected by means of a communications bus and 
25 include the CMOS image sensor (CCD) 37 which captures a high resolution image via 
the lens of the camera. A processing unit 38 for processing the image and forwarding 
it to the printer control chip 39 which is located in th6 detachable printer unit and 
intum controls the printhead 40 to produce tlieimage4l. Amemory42 is tJtilized for 
intermediate storage within the camera unit which rnay also include controls for 
30 manipulation of the ifhage before it is transmitted to the printer unit. 
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In this manner, a print on demand camera system is provided which enables a 
detachable and multipurpose printer unit to be used to provide photographic prints as 
required, while also allowing the printer unit to be utilized for other purposes by 
engagement with other devices via the PCMCIA interface. 
5 In the preferred embodiment of the fifth aspect of the invention, a printer unit is 

provided having an overall size and shape adapted to fit within the disk drive bay of a 
conventional PC. The printer unit uses a system incorporating a pagewidth inkjet 
printhead, a print controller chip and a consumable ink and paper supply cartridge of 
the type fully described in international patent application PCT/AU98/00544 entitled 
10 -A camera with an internal printing system' the contents of which are hereby 
incorporated into this specification by way of cross reference. 

The aforementioned PCX application discloses a camera system having an 
integral printer which utilizes a print roll containing ink and 'paper' or other print 
media (referred to throughout this specification as paper) upon which images are 
15 printed on demand. In the preferred embodiment of this invention, the image sensing 
portions of the camera arrangement of international application PCT/AU98/00544 are 
dispensed with and the print roll md printhead are deeigned .to be incorporated into a 
printer unit configured to fit within the disk drive bay of a PC. 

The printer unit I is preferably. rotatably mounted to a sub-frame 2 designed for 
20 insertion into the disk drive unit of a PC and typically having engagement lugs 3, an 
eject button 4 and power LED 5. The printer miit has a paper exit slot 6 as can be 

clearly seen in figure 1 . 

Figure 30 shows the unit of figure 29 with the printer unit rotated through 90» 
forthe insertion of apaper and ink cartridge of the type described in the 
25 aforementioned international patent application. The printer unit is typically rotated 
by way of an electric motor 7 (figure 32) operating through a gear train 8 to rotate the 
printer unit between the operational position shown in figure I and the loading 
position shown in figure 30. In the loading position, a loading door 9 may be opened 
outwardly on hinge 10 as shown in figure 3Uo reveal, an opening 11 adapted to 

30 receive the ink and paper cartridge 12. 
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The ink and paper cartridge 12 is elongate in shape and adapted to be inserted 
into the printer unit in a longitudinal direction as will be apparent from figuic 31. 

Figure 32 shows some of the internal arrangement of the printer unit including 
flexible PCB's 13 and 14 which connect the electronic circuitry tirom a further PCB 1 5 
5 to a standard connector 16 engageable with a standard interface in the PC disk drive 
bay, and the printhead respectively. 

The printhead is preferably a pagewidth inkjet printhead as shown at 16 in figure 
32 provided with ink from the ink and paper cartridge as set out in international 
application PCT/AU98/00544. Also visible in figure 32 is the print roll ejector 17. 
10 A cross section through the pagewidth printhead can be seen in figure 7 which 

clearly shows the print chamber 18, the capping mechanism 19 of the printhead, and 
the paper cutter 20. Also clearly visible in figure 35 is the print roll door solenoid 21 
operable to open and close the print roll door 22. 

The vertical cross section in figure 36 clearly shows the print roll bay connector 
15 1 6, the main printer circuit board 23, the rotatable dnim drive motor 7, gears 8 and 
dnun base 9. Figure 36 also shows the ink channels 24 extending between the print 
roll 12 and the print chamber 18. The paper cutter 20 is driven by a motor drive 25. 

Also visible in figure 36 is the print roU raotor 26 and gear train 27 arranged to 
drive the print roll in the same manner as previously described iii international 
20 application PCT/AU98/00544. '. 

Turning now to figure 38 there is illustrated the schematic operation ufthc 
preferred embodiment of the invention. Preferably, the computer system sends print 
data to the print controller chip 28 which can be a modified form of the AC? chip as. 
discussed in the aforementioned PCT application. The ACP chip is responsible for 
25 operational control of the printhead and print roll to print out images on demand and 
to authenticate the print roll 29 which as discussed in the aforementioned application, 
can have ah on board authentication system. 

In this manner a printer unit is provided, able to print images of photographic 
size (typically 6 inches by 4 inches) from a compact and.simple to arrange printer uni 
30 adapted to he wholly contained within the disk drive bay of a PC. 
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In both embodiments in accordance with the sixth inventive aspect, there is 
provided a mobile phone having an internal detachable printer which includes a 
separately detachable printhead and ink distribution unit assembly and further a 
preferably separately detachable paper or other print media supply. The mobile phone 
5 printer of at least the first preferred embodiment is of a standard size thereby 
conferringa high level ofconvenience during operation. The primary differences 
between the two embodiments relate to form of the print media and the location of tlie 
ink supply. 

Turning initially to figure 39. there is illustrated the first preferred embodiment 
10 printer phone 1 which looks like a conventional mobile phone including an earpiece 2, 
tnicrophone 3, aerial 4. a ,<^ries of push buttons 5 and a preferably colour LCD screen 
6 for the display of information. 

In figure 40, the back portions of the fir.<5t embodiment phone 1 is shown with 
the battery cover 8 removed so as to reveal a print media stock container 9 fi-om which 
15 business card sized caids or sheets 10 are used on which to print images on by a 
printer unit 12. The print out onto the card can be processed sigttal information 
downloaded via the mobile phone I siich as c-mail or other facilities. 

The mobile phone can optionally be equipped with a camera device 13 which 
can comprise, for example, a CMOS sensor designed to sense and store images on 
20 demand so that the mobile phone 1 can effectively act as a camera device for the 
printing out of images or their capture and forwarding across a mobile network. 

In figure 41, there is illustrated an exploded perspective view, partly in section, 
ofthefirstraobilephonedevice 1 showingmoredetailoftheprinterassembly 12 

including the printhead assembly 16 and feed means 17. The paper stock container 9 
25 includes a series of cards lO.which are resiliently compressed by means of leaf springs 
14. As shown in the other figures, the print media feed means 17 are provided in the 
fomi of pinch rollers 18 which are driven by motor 19 via gear train 20 and which is 
used to drive individual cards 10 to and past the printhead 1.6. The printhead may 
fonn part of an optionally replaceable printhead and ink distribution unit assembly 21 
30 including an ink distribution unit 22 and can be substantiaaiy the same as that 

disclosed in Australian Provisional Patem No. PP6534 entitled "Micromechanical 
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Device and Method (IJ46A)" filed 1 6 October 1998 the contents of which are hereby 
incorporated by cross-reference. 

The ink distribution unit 22 of this first embodiment includes a series of ink 
supply reservoire 23 to 26 which are provided for full colour printing. The reservoir 
5 23 is substantially larger than the reservoirs 22 to 26 and can be utilized to store black 
ink. It is estimated that the ink supply will be sufficient for printing of approximately 
2000 pages at 15 % coverage of black or 200 photos of 50 % coverage of CMYK. A 
more detailed view of the printer assembly 12 is illustrated in. figure 42A with an 
expanded techhical description being disclosed in the aforementioned provisional 
10 patent specification. 

The mobile phone system can be operated electronically under the control of a 
series of one or more application specific integrated circuits (ASICS) which 
incorporate the usual mobile phone capabilities in addition to camera and image 
processing capabilities. A sample block diagram indicating the electrical 
15 interconnections for this first embodiment is shown in figure 44. A suitable 

adaptation of the system as outlined in PCT Patent Application PCT/AU98/00544 
filed by the prestait application can be utilized in the design of the ASIC. Other 
alternative system designs can be incorporated in accordance with, the knowledge of 
those skilled in this particular field. 
20 Other features/components of the phone device, the fiinctionof which will be 
readily apparent, are identified in the accompanying illustrations by Uie following 
reference numerals. 



Reference Numeral 


Feature/component 


30 


loud speaker 


31 


camera lens array 


32 


NiMh Battery 


33 


Printhead cover molding 


. 34 


Paper exit wheels 


35 


Printhead capping mechanism 


36 


Telephone PCB with buttons 


37 


SIM card 


38 


SIM card ejector 


39 


Battery contacts 
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Tuming next to figures 45 to 53, there is shown a second embodiment printer 
phone according to the invention. Wherever possible like reference numerals will be 
used to denote corresponding features. 

The major diffei«nces between the two embodiments are that instead of having a 
5 card dispenser and printhead with integral ink supply, this second embodiment utilises a 
replaceable combined paper and ink print roll cartridge. The cartridge can be 
substantially the same as that described in the applicant's earUer applications USSN 
09/1 13,073 "Digital Camera System with Integral Print Roll"; USSN 09/1 13,053 "Print 
Media Roll and Ink Replaceable Cartridge"; USSN 09/1 12,744. "Anisotropic Rigidity to 
10 Reduce Curi in Rolled Media"; USSN 09/1 12,823 "Miniature Color Printer using Ink 
and Paper Cartridges"; and USSN 09/1 12,783 "Ink and Media Cartridge with Axial Ink 
Chambers" the contents all of which are incorporated herein by cross reference. 

Another difference resides in the optional inclusion of a scanning facility, which 
Whilst described with reference to the second embodiment, could also be included in the 
15 first embodimait. although it is envisaged that in practice this facility is better suited for 
use with print media ifl the form of a print mil. Further, the additional space required to 
accommodate the scanning fiicilily is less of aproblem with the second embodiment 
which by design cannot be as compact as the first embodiment. More details of these 
different features are described below, 
20 In the second embodiment, the phone casing 50 is configured to receive the paper 

and ink print roll cartridge 51 via a cartridge hatch 52 formed in the base of the phone. 
Also provided in the base of the phone are the usual DC in and.USB coraiectors 53 and 
54. 

In this particular embodiment, the camera device 13 is located on the rear of the 
25 phone arid is operable via a camera take button 56. The printer phone^may also include a 
scanning head (not shown) in the form of a linear CMOS image sensor which is located 
within the right hand side of the casing adjacent an image scan path defined by a 
scanning image slot 57 having an.entry 58 in the front of the phone and an exit 59 at the 
rearof the phone. 

30 As can be best se^en in figure 52. the paper and ink print roll cartridge 5 1 is of 

similar shape to a conventional 35 mm camera film cartridge, having a paper exit 61 
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which when installed aligns with a corresponding printer exit slot 62 formed in the front 
leit hand side of the phone casing 50. However, the cartridge 5 1 is substantially longer, 
as it preferably contains sufficient print media and ink for 36 images, each 100mm x 
iSOmm, the customary size of a photographic print. The printhead and ink distribution 

5 unit assembly 21 is located behind the portion of the base, molding identified at 65 . 

The second embodiment printer phone 1 can also be operated under the control of 
a series of one or more ASIC chips which incorporate the usual mobile phone 
capabilities in addition to camera and scanner image processing capabilities. Again, a 
suitable adaptation of the system as outlined in PCT Patent Application 

10 PCT/AU98/00544 filed by the present application can be utilised in the design of the 
ASIC chip. 

In use, the operation of this second embodiment is very similar to that of the first 
with the exception of tlie additional scanner facility. Replacement of the paper and ink 
supply is achieved by simply opening the cartridge hatch 52, removing the bid cartridge 

15 arid inserting a new one. The cartridge includes piercable ink outlets which engage 
nozzles oh the ink distribution assembly connected with the printhead. 

in the preferred embodiment of the seventh inventive aspect illustrated, there has . 
provided a mobile phone having an internal printer which includes a separately 
detachable printhead and ink supply module. The piiiiter phone can be produced at or 

20 close to a standard size phone for any system including PHS, GSM and GPRS, 
thereby conferring a higher level of convenience during operation. 

Turning initially to figure 54, there is illustrated the preferred embodiment 1 in 
the form of a PHS phone and which in many ways looks like and includes the features 
of a conventional mobile phone of this type including an ear piece 2, microphone 3, 

25 aerial 4, loud speaker 5, a series of push buttons 6 and a preferably colour LCD screen 
7 for the display of information. Also included is a battery 8 as shown in figure 57- 
The phone ! can optionally be equipped with a camera device 10 comprising 
lenses 1 1 and associated CCD chip or CMOS setisor 12. The CCD or CMOS sensor 
enables the device to store images on demand, so that the phone caii effectively act as 

. 30 a camera device for the printing out of images, or for their capture and forwarding - 
across a mobile phone network.. The operation of the relevant part of the iritemial 
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control electronics can be substantially as set out in the applicant's earlier PCT 
application WO 99/04551 entitled "A replenishable one time use camera system" the 
contents of which are incorporated herein by reference. In other embodiments, the 
camera device may also be configured to enable video conferencing by facilitating 
5 simultaneous image processing during phone transmission. A camera function that is 
mounted for selective movable positioning on the phone device may be useful for this 
purpose. For example, it may be rotatable between a forward facing camera 
orientation and a rearward facing video conferencing orientation. 

The printer apparatus is shown generally at 15 and comprises a printhead and 
10 ink supply module 16 including a printhead 17, an ink supply/distribution unit 18 and 
a print media feed apparatus 20. The feed apparatus is of a conventional form 
including a motor 21 witli associated gear train 22 which drive a series of feed rollers 
23. 

The packaging of the printer apparatus 15 is best shown in figures 58, 59 and 62. 
15 in this regard. the printer phone \ is constructed around a rigid chassis molding 25. 
The chassis is adapted to slideably receive and retain the printhead and ink supply 
module 16 by means of retaining flanges 26 provided on the outer casing of the 
printhead module 16 which cooperate with under cut chamiels 27 provided on the 
chassis molding. 

20 The full operation of the printer apparatus 15 is best illustrated in figure 62. In 

use print media 30, preferably in the form of business card sized paper or card sheets, 
is fed in through an entry slot 3 1 provided in the external phone casing 32. This can 
be done manually or via a dispenser as described hereafter. The card 30 is then picked 
up by the powered entry feed rollers 23 and delivered to the printhead module 1 6. The 
25 printhead and ink supply module can be substantially the same as that disclosed in 
. Australian Provisional Patent No. PP6534 entitled "Micromechanical Device and 
Method aJ46A)" filed 16 October, 1998, the contents of which aire also hereby 
incorporated by cross-reference. In such a device, the printhead is in the form of an 
elongate printhead chip that extends the full length of the print .media pathway, so as 
30 to print the full width of the print media in a single pass without the need for any 
printhead traversing mechanisms. 
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In this particular preferred embodiment, the printhead and ink module is fonmed 
as a scaled unit which is replaced in ils totality after a predetermined amount of usage. 
The detailed structure of the ink supply and printhead module is shown more clearly in 
figure 61. The ink supply/distribution unit 18 is of a molded multi-part smicture 

5 including a cover 35, a macro channel molding 36 defining four separate ink supply 
chambers 37-40 having therein opdonal flow control baffles 41 . Connected with 
converging outlets of the macro channel molding 36 is a micro-molding 42 which 
defines similarly converging ink flow nozzles 43 that accurately direct the ink to 
minute ink supply inlets on the rear of the printhead 17. Optionally, an ink filter 44 is 

10 provided between the two moldings. A capping device 47 is also provided as part of 
the module for sealing and protecting the nozzle outlets when the printer head is not in 
. use. It is estimated that the ink supply will on average be sufficient for printing 
approximately 1000 pages at 15% coverage of black or 100 photos of 50% coverage 
of CMYK. An expanded technical description of the printhead and ink supply module 

15, can be found in the aforementioned provisional patent specification PP6534 and 
associated applications. 

The mobile jshone system can be operated iirider the control of a series of one or 
more application specific integrated circuits (ASICS) which incorporate the usual 
mobile phone capabilities in addition to camera and image processing capabilities. An 

20 adaptation of the system outlined in PCT Patent Application PCT/AU98/00544 filed 
by the present applicant (also incorporated herein by reference) can be utilised in the 
design of the ASIC. The electrical interconnections for the preferred embodiment is 
shown schematically as a block diagram in figure 16. Other system designs well 
known to those skilled in this field may also be used. 

25 . .Referring next to figures 64 to 68 there is illustrated a print media dispenser 50 
configured for use with the PHS phone of the previous embodiments. The dispenser 
comprises a lower molding 51 that defines a media storajge and dispensing region 52 
and a cradle 53 which supports the printer phone 1 and aligns .it with the outlet of the 
dispenser. 

30 The interactive operation of the priiit media dispenser with the phone* 1 is best 

illustrated in figure 67. . As can be seen, the dispenser 50 has a storage area 52 in 
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which is disposed a quantity of print media in the form of business card sized paper or 
card sheets 54. These cards are supported on a metal base plate 55 which is sprung by 
means of opposed spring fingers 56 as shown in figure 68. In Uiis manner, the card 
supply is constantly biased upwardly toward a media ejector mechanism 58. The 
5 ejector mechanism includes an ejector slider 59 which is operable upon manual sliding 
against a return spring 60 to pick up the top card and feed this out of the dispenser 
outlet 61 and into the media entry slot 31 on the phone 1 . On release, the slider 
automatically returns to the home position to engage the next card ready for further 
loading. 

10 Desirably, the printer phone I and/or printhead and ink supply module 16 

includes an authentication mechanism such as that outlined in the applicant's earlier 
PCI application no. PCT/AU98/00544 entitled "A camera with an internal printing 
system". This can be used to ensure not only that an authenticated approved 
consumable (such as the printhead and ink supply module) is used with the printer 
13 phone, but can also be used to store data on the relative usages of the consumable 
componems such as the ink or the printhead itself and can optionally be used to set a 
predetermined usage for these items. 

As noted above, the phone device of the invention may be any kind of mobile 
phoiie that sends and receives signals in a maimer which can be processed into a 
20 printable form. Further, while the preferred form described has a printhead and ink 
distribution unit which has an integrally formed and attached ink supply, the ink 
supply could be separate and optionally also separately replenishable. 

In the illustrated preferred embodiment according to the eighth tnvemive aspect, 
there is provided a video game player which includes an integral printer which is able 
25 to print out, preferably on business card sized cards, information which enhances the 
interactivity of the video game. 

Turriing to the figures, there is shown a video game console 1 comprising a 
printer module 2 and Digital Video Disk (DVD) player module 3. Coraiecled to the 
console is an optional detachable controller module 4 as shown in figure 70. The 
30 detachable controller module can communicate with the console by any suitable 
means including wireless systems such as "Bluetooth" or cable etc. and can be 
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releasably secured to the console by any suitable means including magnetic coupling 5 
or mechanical interlocking. 

The printer module 2 and DVD player module 3 are iritercomiected by means of 
connecting housing extensions 6 and 7 which hmge about pivots as shown in figure 

5 3. The lower connecting extension 7 preferably includes various input/output 
connectors and ports 9 for optionally connecting joy sticks and other interactive 
devices. A video outlet port is also provided for connection with standard video type 
devices as is common in the art. Further ports can also be provided for an external 
power source or other devices such as sound systems to be interconnected to the 

10 console. 

The DVD player module 3 is able to take standard DVD games disks 1 0 as is 
becoming popular in the industry. The DVD player is interconnected to a high end 
processor (not shown) which can be constructed along similar lines to standard high 
end video game processors or along the lines of that discussed in PCT Patent 

15 Application No. PCT/AU98/00544, the contents of which are specifically incorporated 
herein by cross reference. The processor in turn utilizes memory for standaid video 
game functions and interacts with the print controller chip which is also preferably 
hoiised with the high end processor on PCB 1 1 within the printer module 2. The 
uuiUruUcr chip (also not shown) can be structured along the lines set out in Australian 

20 provisional patent specification entitled 'Image creation method and apparatus (ART 
77)* filed 9 November, 1998,. the contents of which are again incorporated by cross 
reference. Batteries for driving the console are preferably located in the base of the 
DVDplayermoduleasshownby arrow 12. / 
The printer module 2 is preferably constructed so as to simultaneously provide a' 

25 closure for the bVD player module 3. Tins is achieved by hinging the printer unU^to 
. the DVD module Sas shown: The printer module 2 comprises a base molding U^that is 
configured to fully enclose a DVD disk receiving compartment 1 5 formed in4he upper 
surface of the DVD player module 3, The base molding 14 is fiirther configured to 
define an integral chassis structure 16 adapted on its under side to receive and locate 

30 an inkand paper cartridge 18! 

The upper surface of the chassis stracture 16 is configured to support a printhead 
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and ink distribution assembly 19, print media feed mechanism 20. and ink comiecting 
hoses 21 , the latter linking ink outlet nozzles 22 on the chassis with ink inlet nozzles 
23 provided on the printhead and ink distribution assembly 1 9. The printer and DVD 
control PCB 10 is also supported on the chassis 16 and has flexible comicuions 26 
5 extending therefrom to inteix^miect the DVD and printer control buttons 27 and 28 
provided on a top cover molding 29. 

Details of the printhead, ink distribution assembly and print media feed means 
are best illustrated in figure 77. The printhead, which is preferably in the fomi of a 
pagewidth Inkjet printhead chip, is packaged with an ink distribution unit and 
10 printhead cover into a printhead module 30. This module 30 is supported on a 

printhead chassis molding 32, and further includes a printhead capping mechanism 33. 
paired drive rollers 34 and 35, stepper motor 36 and an associated gear box 37 that 
engages the drive rollers 34 and 35. 

The prefcixed ink and.paper cartridge is preferably in accordance with that 
13 described in the applicant's copending simultaneously filed application entitled "Ink 
and print media cartridge with integral pickup roller", the contents of which are 
incorporated herein by reference. In the alternate embodiment illustrated in the 
accompanying drawings the ink and paper cartridge comprises a casing 40 defining an 
upper print media storage region 41 adapted to hold a stack of paper cards or sheets 
20 42. A card dispensing outlet is shown at 43. Thelowerportionof the casing defines 
an ink supply region 45 which is separated imemally imo four sections each of which 
connect with piercable ink supply outlets 46. On installation, these outlets 46 are 
pierced by formations in the underside of the base molding so that ink flows from the 
cartridge to the outlet nozzles on the chassis 16. via connecting hoses 21, to the , ' 
25 printhead and ink distribution assembly 19. ^ 
In yet another embodiment, the printer unit and print media container be 
snap fitted into the console and can be constructed in accordance with the principles as 
outlined in Australian provisional patent entitled 'Image creation method'and 

apparatus (ART 79)' also filed by the presem applicant, the Contents of which arc also 
30 hereby incorporated by cross reference. 

In use, the console is connected to a video device and a DVD 48 is inserted into 
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the DVD player module 3. Appropriate controllers are then selected. These may be 

the detachable controller module 1 as shown in figure 70, or alternatively other 
external interactive controllers. The printer can then be operated during execution of 
the program in the DVD either manually or automatically as discussed in more detail 
5 below. 

It will be evident to those skilled in the art that the preferred embodiment 
provides for a video games system enabling print on demand cards. These cards can 
be utilized for a number of purposes.. Firstly, the video game can, at certain . 
predetermined levels, print out a series of 'brag cards!. These can provide a high 

JO resolution picture which can only be achieved at a certain point in the game. The brag 
cards can be personalised with the game players name, score, chosen character, 
accumulated wealth or objects, etc. The cards could also mclnde a photographic 
likeness where the video game arrangement includes an optional image sensor (not 
shown). With such an option, the brag cards could also be personalised with a 

i 5 photographic likeness mapping on to 3D characters etc. 

The DVD player can be adapted to play standard DVD movies in addition to 
being configuted to read CD-UOMs so a.s to provide information from encyclopaedias, 
maps etc provided by other CD-ROMs or DVD disks. In this manner, images from 
DVD movies and information from such CD-ROM or DVD repositories can be . 

20 printed out. It should be noted that while the preferred fonn uses a DVD player or 
drive, the interactive programs may be stored oii CD-ROM or on semiconductor 
memory cartridges, the latter being popularly used with pocket sized prior art video 
game devices. 

Additionally, although the preferred embodithent described is designed for 
25 optional use with non portable external display and control devices, the game storage 
mediurii, controls, game processor, screen, audio and printer may all be housed in the 
same housing, and this may be pocket sized if required. 

Where educational software is provided, the printer can be utilized to print out 
standard award certificates or diplomas upon reaching various levels. Such a system 
30 provides for an ideal incentive for children utilizing the system to becoriie further 
involved iii educational software running on the system. The utilization of the printer 
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also allows parents to monitor children in the utilization pif the device through, for 

example, the demanding of certain information or diploma certificates being printed 

out at various steps before the device is able to be utilized as a game playing machine. 

The arrangement can be synergistic between the game playing and educational 
5 software, where the educational software priiits out a code or clue for utilization by the 

user in playing the games. Of course, many other interactive uses can be provided. 
Referring to the drawings, there is shown a cartridge 1 in accordance with the 

ninth inventive aspect for a printing device including a casing shown generally at 2. 

In the illustrated preferred form, the casing is divided into two main portions 
10 comprising, a print media supply porUon 3 for housing sheets of paper and the like, 

and a second storage portion 4 for housing an ink supply. This cartridge is designed 

for use with digital printing devices, and is particularly suitable for drop-on-demand 

Inkjet printing devices. 

The casing 2 also defmes a print media exit opening 5 that connects with the 
13 print media storage portion 3 and a print media transport mechanism shown generally 

at 7. This transport mechanism is disposed within the print media housing portion 3 

adjacent the print media exit 5, such that upon operation it picks up and drives the 

print media 8 out throiigh the print media exit opening. 

Turning first to consider the elements of Uic print nacdia storage portion of the 
20 cartridge, it can be seen to comprise a media top molding 10 which mates with a 

corresponding bottom molding 11 . In this manner the moldings combine to define a 

generally rectangular print media storage region 12 in which is housed print media in 

the form of a stack of paper sheets or cards. 

■ The top and bottom moldings 10 and 11 are both configured at a fi-ont end to 
25 define, in combination, the print media exit opening 5. In use, the stack of cards 8 are 

disposed within the storage region 12. These are biased downwardly toward 
engagement with an. upper surface 14 of the bottom molding 1 1 by means of thin 
. metal springs 1 5 which bear against an inner lower surface 16 of the top molding 10. 

The print media transport mechanism of the preferred form illustrated is iii the 
30 form of a geared pick up roller assembly 1 8. This assembly includes a drive .shaft 19, 
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pick up rollers 20 that are rigidly secured to the drive shaft, and an external drive gear 
21. 

The transport assembly 1 8 is captively retained within the casing portion 
formed by the top and bottom print media moldings, the drive shaft 1 9 being rotably 

5 supported by means of arcuate ribs 22 formed in a channel 23 located beneath the exit 
opening 5. The top molding fully encloses the portion of the drive shaft holding the 
pick up rollers 20, but leaves the external drive gear 21 exposed as shown. In an 
alternate fdnn, the drive gear may be accessed via an opening in the casing for 
engagement with a corresponding powered roller on the printer device. A plastic or 

10 metal foil 25 is also provided adjacent the exit opening 5. This foil is sized to extend 
downwardly across the exit such that once the transport mechanism is operated, only a 
single sheet of paper or card is driven through the exit at any one time. 

The ink storage portion 4 is similarly defined by two separate moldings 
forming part of the cartridge casing. The primary molding is the ink storage base 

15 molding 26 which is configured to define a plurahty of distinct ink chambers 27. 
Ultimately, the chambers are sealed by direct or indirect connection of this base 
molding 26 to a cover molding, which in this preferred form is provided by an 
underside 28 of the jprint media storage bottqm tnolding 11. 

In the preferred form shown, the connection of the two moldings is indirect, as 

20 there is provided an intermediate thin walled deformable fihn 30 which is preferably 
initially contoured to nest within the iidc chambers 27 defined in the base molding 26. 
During assembly, the base molding 26 is sealingly connected with a flange 31 
provided around the periphery of the thin walled deformable film 30 which in turn is 
seahngly connected with the underside 28 of the print media storage bottom molding 

25 11. 

As can be seen from the drawings^ the ink chambers base molding 27 
preferably extends beyond the peripheral edge of the print media storage region above, 
so as to. define an ink supply connection manifold region 32. The upper portion of the 
manifold 32 is fomied as an extension 33 of the print m^dia storage bottom niolding 
30 1 1 and includes thereon a plurality of ink connection nozzles 34 which are closed by 
means of piercable ink seals 35. In use the ink is stored above the defonnable film 
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and is thereby in fluid communication with the ink connection nozzles 34. In order to 
facilitate collapsing of the deformable film 30 as the ink is withdrawn, air vents 37 arc 
provided in the ink storage base molding 26. preferably at the end remote from the ink 
nozzles. The various components of the cartridge casing can be assembled by any 
5 suitable means including use of adhesives, ultrasonic welding or mechanical fasteners 
or the like. 

A preferred application of the cartridge of the invention as hereinbefore 
described is for use in a video games console having an integral printer of the kind 
described in Australian provisional patent application PP7020 and corresponding US 
10 appUcation entitled "A video game console with integral printer device" filed 
concurrently herewith, the contents of which are incorporated herein by reference. 

In use, the cartridge of the invention is inserted into an appropriately 
configured printer device whereby the drive gear 21 aligns with and engages a 
corresponding driven gear provided on the printer mechanism. The advantages of this 
15 configuration are numerous. Most importantly, the provision of the transportation 
means within the cartridge, ensures that the paper or other print media is fed out of the 
cartridge accurately and with minimum initial contamination, as the mechanism and 
print media are housed within an enclosed unit. In cartridges of the prior art, the 
cartridge is pressed onto a pick up roller mounted in the printer device, which expoees 
20 the paper on the underside. By contrast, the present design allows for greater 
structural integrity as there is no need to provide an opening that exposes the print 
media to that same extent. Further, the design provides for a tamper proof unit. 

Additional advantages relating to the prefenred forms include the provision of 
seals over the ink outlet nozzles that are piercable automatically by the printer 
25 mechanism upon loading. In this regard, the cartridge is intended only as a single use 
product Additionally; the stmcture of the ink chamber molding whereby the 
deformable film and base can be molded or joined in a simultaneous operation to form 
a completely sealed ink chamber, clearly offers manufacturing cost and efficiency 
advantages. 

30 The print media transport mechanism need not be limited to a pick up roller 

mechanism, but could include any other suitable mechanisms which can be externally 
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dri ven from outside the cartridge casing. Similarly, the means of storage of the ink is 
not limited to the form described and could include the use of other deformable or 
non-deformable storage means. 

Although the mventions have been described with reference to speciiic 
examples, it will be appreciated that they can each be embodied in many other forms. 
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CLAIMS 

1 . A sticker printing digital camera device, said device including: 
sticker storage means; 

sticker feed means; 
5 an image sensor ibr sensing an image; 

an internal inkjet printhead operatively associated with said image sensor and 
adapted to print on to a sticker delivered by said sticker feed means said sensed image 
or a modification thereof; 
an ink supply; and 
10 means to deliver ink to said printhead. 

2. A sticker printing camera device according to claim 1 wherein the device is 
sized and packaged so as to Ije readily portable. 

3 . A sticker printing camera device according to claim 2 wherein the device is 

sized so as tO be hand held. 
15 4. A Slicker printing camera device as claimed in claim 1 further comprising: 
image effect setting means for setting an image effect to be applied to said 

. sensed image; and 

image processing means interconnected to said image effect setting means and 
said image sensor and adapted to modiiy said ^sensed ima&c in accordance with a 
20 current setting of said image effect setting means. 

5. A sticker printing camera device as claimed in claim 4 wherein said image effect 
setting means comprises a dial or a slider having a plurality of effect images indicated 
thereon. 

6. A sticker printing camera device according to claim I wherein said sticker 
25 Storage means is adapted to hold a printroll of sticker material in the form of an 

adhesive coated sticker media on a continuous protective backing sheet. 

7. A sticker printing camera device according to claim 6 wherein said printroll has 
n plurality of pre-cut self adhesive stickers. 

8. A sticker printing camera device as claimed in claim 6 further comprising cutter 
30 means for severing printed portions of said printroll. 
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9. A sticker printing camera device as claimed in claim 1 wherein said printroU and 
said ink supply are replenishable. 

10. A sticker printing camera device as claimed in claim 1 further comprising a 
consumables authentication system for authenticating the use of consumables. 

5. 11. A sticker printing camera device according to claim 1 wherein said inkjet 
printhead is in the form of a printhead chip. 

12. A sticker printing camera device according to claim 1 1 wherein said printhead 
chip is manufactured by a MEMS processing technique. 

13. A sticker printing camera device according to claim 1 1 wherein said printhead 
JO includes a movable ink ejection paddle within a nozzle chamber movable under the 

control of an actuator for ejection of ink from an aperture within the nozzle chamber. 

1 4. A sticker printing camera device according to claim 13 wherein said actuator is a 
tfaeirnal bend actuator. 

15. A sticker printing camera device according to.claim. 1 wherein said printhead is 
\5 a pagewidth printhead. 

16. A cartridge for a printing device, said cartridge including: 

a cartridge casing defining a first container portion for hoiiJiinB therein a supply 
of adhesive coated print riiedia and a second container portion for storing an ink 
supply. 

2017. A cartridge according to claim 1 6 wherein said tirst container portion is 
configured to hold adhesive coated sticker material in print toll fom comprising 
. sticker material on a roll of continuous backing material 

18. A cartridge according to claim 16 wherem said ink storage container is divided 
into a plurality of distinct chambers for storing different colored inks. 
25 19. A cartridge according to claim 1 6 wherein the ink storage container includes one 
. or more ink outlets that are piercable upon installation with the printing device. 

20. A cartridge according to claim 16 including some form of authentication means 
that is recognisable by the printing device. . . 

21, A cartridge according to claim 1 6 wherein the portion of the casing housing said 
30 sticker roll is ofa generally annular configuration. 
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22. A cartridge according to claim 17 wlierein the portion of the casing housing said 
sticker roll is of a generally annular configuration and the ink storage container 
extends generally radially outwardly therefrom. 

23. A cartridge according to claim 16 wherein the casing is adapted to snap fit with 

.5 the printing device, 

24. A cartridge according to claim 16 wherein the casing includes a sticker exit 
opening and a further opening adapted to receive a pick up roller from the printing 
device. 

25. A cartridge according to claim 16 that is sealed so that the stickers and ink 
to supply are to be replenished simultaneously. 

26. A cartridge according to claim 1 6 configured for use with a sticker printing 
digital camera device; 

27. A cartridge according to claim 1 6 including .said supply of adhesive coated print 
media and said ink supply. 

1 5 28. A printer including a printing means, a print media transport means, an ink 
storage means, a fluidic connection between said ink storage means and said printing 
means, and a data connection means for transferring print data to said printing means, 
wherein said data connection means is a PC card (PCMCIA) interface. 

29. A printer as claimed in claim 28 wherein the print media transport means is 
20 associated with a docking bay adapted to receive a paper cartridge and arranged to 

transport paper from the cartridge past the printing meaas. 

30. A printer as claimed m claim 29 wherein the printer is contained within a 
support case, and wherein the PC card interface protrudes ftom one end of the case. 

31. A pririter as claimed in claim 28 wherein the printing means comprise an Inkjet 
25 printhead. 

32. A printer as claimed in claim 3 1 wherein the printhe^ is a pagewidth inject 
printhead. 

33. A printer as claimed in claim 30 wherein the paper cartridge is adapted to hold 

business card sized sheets of paper. 
DO 34. A printer as clmme.H in claim 33 wherein the assembled cartridge and printer are 
approximately the size of a PCMCIA card. 
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35. A printer as claimed in claim 32 wherein the printhead includes an array of ink 
ejection nuictlcs, each a;>!>uciatcd \yith a nozzle chamber incorporating a paddle 
moveable within the chamber by a . thermal bend actuator for the ejection of ink on 
demand from the nozzle. 
5 36, A printer as claimed in claim 35 wherein the printhead comprises a.fuU color 
printhead incorporating reservoirs for three colored inks and black ink. 

37. A printer as claimed in claim 29 including a paper cartridge adapted to hold a 
stack of cut paper, engaged with the docking bay. 

38. A printer as claimed in claim 37 wherein tlie cut paper is approximately 
10 business card size. 

39. A print on demand camera system comprising a camera unit incorporating a 
lens, an image sensor, image processing means, a power supply and a PCMCIA 
interface arranged to receive a signal from the image sensor via the image processing 
means, and a detachable printer unit having a PCMCIA interface engageable with the 

15 camera unit. 

40. A print on demand camera system as claimed in claim 39 vyherein the printer 
unit has a support ca.*?e with the PCMCIA interface protruding from one end of tlie 
case. 

41. A print on demand camera system as claimed in claim 3Q wlierein the printer 
20 . unit includes a page width iiJsjet printhead, and a docking bay adapted to ireceive a 

paper cartridge and arranged to feed paper from the cartridge past the printhead. 

42. A print on demand camera system as claimed in claim 4 1 wherein the docking 
bay is adapted to receive a sheet paper cartridge. 

43. A print on demand camera system as claimed in claim 42 wherein the sheet 
25 paper cartridge is adapted to hold business card sized sheets of paper. 

44. A. print on demand camera system as claimed in claim 43 whereiii the assembled 
cartridge and printer are approximately the size of a PCMCIA card. 

45. A pritit on demand camera system as claimed in claim 4 1 where the printhead 
includes an aixay of ink ejection nozzles, each associated with a nozzle chamber 

30 . incorporating, a paddle moveable within the chamber by a thermal bend actuator for 
the ejection of ink on demand frorn the nozzle. 
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46. A print on demand camera system as claimed in claim 45 wherein ihe printhead 
comprises a full color printhead incorporating reservoirs for three colored inks and 
black ink. 

47. A print on demand camera system as claimed in claim 41 including a paper 
cartridge adapted to hold a stack of cut paper, engaged with the docking bay. 

48. A print on demand camera system as claimed in claim 47 wherein the cut 
paper is approximately business card size. 

49. A printer unit incorporating a printhead, a print controller chip ananged to 
control the printhead, and ink and paper supply means, .said'i)rinter unit being 
configured to fit within a person! computer type disk drive bay. 

50. A printer unit as claimed in c|aira 49 wherein the printhead is an Inkjet, 
printhead. 

51 . A printer unit as claimed in claim 50 wherein the Inkjet printhead is a pagewidth 
printhead. 

52. A printer unit as claimed in claim 49 wherein the ink and paper supply means 
are provided within a demountable cartridge. 

53. A printer unit as claimed claim 52 wherein the demountable. cartridge is elongate 
in shape and adapted to be inserted into the printer unit in a longitudinal direction. 

54. A printer unit as claimed in claim 53 wherein the unit is rotatably monnted to a 
) sub-frame configured to fit within the disk drive bay. 

55. A printer unit as claimed in claim 54 wherein unit is rotatable between an 
operational position wherein paper from the paper supply means is adapted to be 
ejected from the front of the disk drive bay and a loading position wherein the 
demountable cartridge is adapted to be inserted longitudinally into the printer unit. 

5 56. A printer unit as claimed in claim 55 wherein the printer unit is rotated 
approximately 90» between the operational position and the loading position. 
57. A hand held mobile phone device with integral internal print apparatus and print 

media supply, said device comprising: 

a mobile telephone unit for transmitting and receiving signals; 

30 an internal print media storage unit; 
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processing means for processing said received and transmitted signals into a , 
printable form; 

a printhead and ink distribution unit assembly attached to said, processing means 
lor printing out said processed signals onto said print media; and 
5 print media feed means to feed said. print media from said storage means to said 

printhead for printing of said processed signal informiation thereon, 

58. A device according to claim 57 wherein said print media comprises paper or 
card sheets, 

59. A device as claimed in claim 57 wherein said printhead comprises a single 

10 printhead unit of approximately the width of said print media and which is fonned via 
semiconductor fabrication techniques. 

60. A device as claimed in claim 57 wherein said print media storage unit is 
detachable from said device. 

61. A device as claimed in claim 57 wherein said printhead and ink distribution 
15 assembly is separately detachable from said apparatus and said print media storage 

unit. 

62 . A device as claimed in claim 57 wherein said printer assembly includes a full 
colour printhead and the ink distribution unit assembly includes a series of ink supply 
reservoir.^ to supply separate colours to each of said colours of said prinihp.ad. 

20 63 . A device as claimed in claim 57 wherein said printhead is im Inkjet printhead. 

64. A device as claimed in claim 63 wherein said printhead is a printhead chip 
manufactured by a MEMS processing technique. 

65. A device as claimed in claim 63 wherein said printhead cumprises an array of 
ink ejection nozzle arrangements wherein liquid' is ejected from nozzle chambers by 

25 means of activation of a corresponding thermal bend. actuator attached to each of the 
nozzle arrangements. 

66- A device as claimed in.claim 65 wherein said actuator is a thermal bend 
a.ctuator. 

67. A device as claimed in claim 58 wherein said paper or card sheets are 
substantially the size of an average business card. 
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68. A device as claimed in claim 57 wherein said ink distribution unit connected 
with said printhead includes a series of attached ink supply reservoirs and a first of 
said reservoirs is substantially larger then the others. 

69. A device as claimed in claim 57 wherein said pnnthead and ink distribution unit 
5 . assembly and said card storage unit form a snap fit connection with said mobile 

telephone unit. 

70. A device as claimed in any previous claim wherein said printhead or printhead 
and ink distribution unit assembly includes some form of authentication means.. 

71 . A device as claimed in claim 57 including a camera facility. 
10 72. A device as claimed in claim 57 including a scanning facility. 

73 . A device as claimed in claim 57 wherein said print media is in the form of a 
paper print roll. 

74. A device as claimed in claim 73 wherein said paper print roll is stored in a 
cartridge which also houses an ink supply. 

,5 75. A device as claimed in claim 73 wherein said printhead comprises a single 
printhead unit of the width of said print roll and which is formed via semi-conductor 
fabrication techniques. 

76. A device as claimed in claim 74 wherein said printer assembly includes a full 
colour printhead and the cartridge includes a scries of ink supply reservoirs to supply 

20 separate colours to each of said colours of said printhead. 

77. A device as claimed in claim 73 wherein said printhead is an inkjet printhead. 

78. A device as claimed in claim 77 wherein said printhead is a printhead chip 

manufactured by a MEMS processing technique. 

79. A device as claimed in claim 77 wherein said pnnthead comprises an array of 
25 ink ejection nozzle arrangements wherein liquid is ejected from nozzle chambers by 

means of activation of a corresponding thermal bend actuator attached to each of the 
nozzle arrangements. 

80. A device as claimed in claim 79 wherein said actuator is a thermal bend 

actuator. 

30 8 1 . A device as claimed in claim 73 including a camera facUity. 

82. A device as claimed in claim 57 or claim 73 including a scamiing facility. 
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83. A hand held mobile phone device with integral internal print apparatus, said 
device comprisirig: 

a mobile telephone unit for transmitting and receiving signals; 
processing means for processing said received and transmitted signals into 
5 printable form; 

a printhead and ink distribution unit assembly attached to said processing mjjans 
for printing oirt said processed signals onto a print media; and . 

print media feed means to feed print media received jfrom a supply external If 
said phone device to said printhead for printing of said processed signal informatiifrn 
10 thereon. 

84. A device according to claim 83 adapted to use print media in the form of pajjer 
or card sheets. 

85. A device according to claim 83 wherein said printhead comprises a single 
printhead unit of the width of said print media. 

15 ,86. A device according to claim 83 wherein the. printhead is formed by a semi- 
conductor fabrication technique. 

87. A device according to ds^m 81 wherein said printhead and. ink distribution 
assembly is detachable from said device. 

88. A device according to claim 83 wherein said printhead is a full colour printlJead 
20 and the ink distribution unit assembly includes a series of ink supply reservoirs to 

supply separate colours lo each of said colours of said printhead. . 

89. A device as claimed in claim 83 wherein said printhead is an inkjet printhes i 

90. A device as claimed in claim 89 wherein said printhead is a printhead 
manufactured by a MEMS processing technique. . . 

25 91 . A device as claimed in claim 89 wherein said printhead comprises an array i>f 
■ ink ejection nozzle arrangements wherein liquid is ejected from nozzle cliambers Iby 
means of activaition of a corresponding thermal bend actuator attached to each of he 
nozzle arrangements. 

92. A device according to claim 9 1 whereui said actuator is a thermal bend act Jbtor 
30 93. . A device according to claim 84 wherein said cards are substantially the size of 
an average, business card. 
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94. A device as claimed in claim 83 wherein said ink distribution unit connected 
with said piinthead includes a series of attached ink supply reservoirs and a first of 

• said reservoirs is substantially larger than tiie others. 

95. A device as claimed in claim 83 wherein said printbead and ink supply module 
5 includes some form of authentication means. 

96. A device as claimed in claim 95 wherein the authentication device is an 

authentication chip. 

97. A device as claimed in claim 83 including a camera facility. 

98. A device as claimed in claim 97 wherein tlie camera facility can also operate as 

I (J a video Facility. 

90. A print media dispensing device for use with a printer phone of a kind having a 
print media inlet with associated print media feed means for delivering said print 
media to a printhead within the printer phone, said dispensing device including: 
a print media storage region having a dispensing outlet; 
15 a printer phone cradle to support said printer phone and align said print media 

inlel thereon with the dispensing outlet of the print media storage region; and 

a dispensing cjcctoi mechanism operable to eject a predetermined quantity of 
print media through the dispensing outlet and into the printer phone print media inlet 
for engagement with said associated print media feed riieano. 
20 100. A print media dispensing device accoirding to claim 99 wherein said print media 
is in the form of card or paper sheets. 

lOl. A print media dispensing device according to claim 100 wherein said ejector 
mechanism comprises a slider operable to select and engage one of said cat d or paper 
sheets and drive it through said dispensing outlet. 
25 102. A print media dispensing device according to claim 101 wherein said ejectoris a 
slider operable against a return spring to eject a sheet and automatically return to 
select a next sheet for subsequent dispensing. 

103. A print media dispensing device according to claim 99 whereiii said prim media 
storage means includes means to bias a supply of print media disposed therein toward 
:,o said ejer;tnr mechanism and into alignment with said dispensing outlet. 
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1 04. A printer phone according to claim 83 in combination with a print media 
dispensing device of claim 99. 

1 05. A video game console device including: 

means ro receive detachable interactive program storage means for execution by 
5 said console; 

processing and operating means for executing said interactive program stored on 
said detachable interactive program storage means, said program execution causing 
the generation of images for display on an image display means; 

communication means to enable operational interaction from control devices 
1 0 during execution of said program; and 

an integral printer apparatiLS including a printhead, ink supply unit, and print 
media k^d means; 

said printer apparatus being operatively associated with said processing and 
operating means to priiit out on to print media images relevant to said interactive . 

15 program. 

1 06. A. video game console device according to claim 1 05 including an integral 
internal print media supply unit. 

107. A video game consoje device according to claim 106, wherein said print media 
is in the form of sheetts of paper or card. 

.20 1 08. A video game console device as claimed in claim 107, wherein said images are 
printed out on substantially business card size sheets of paper or card. 

1 09. A video game console device according to claim 106, wherein the print media 
and ink supply unit are iioused hi a replaceable cartridge assembly. 

110. A video game console device according to claim 109, wherein said cartridge 
25 includes a print media ieed roller device thai interacts with a print media feed 

mechanism provided within the console. 

111. A video game console device as claimed in claim 1 05, wherein said interactive 
program is activated to print put images via said printer at certain predetermined . 
positions in said program. 

30 1 1 2. .A video game console device as claimed in claim 1 05, wherein said printhead 
Comprises an inkjet printhead. 
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113. A video game console device as claimed in claim 112. wherein said Inkjet 
piinlhead comprises a pagewidth array of ink ejection nozzles wliich eject ink by 
means of a series of actuators. 

114. A video game console device as claimed in claim ! 13, wherein said actuaiois arc 

5 thermal bend actuators. 

1 15. A video game console device according to claim 1 12. svherein said printhead is 

formed by a MBMS processing technique. 

1 1 6. A video game console device as claimed in claim 1 05, wherein said detachable 
programs storage means comprises a Digital Vide., Disk (DVD) executable by a DVD 

10 player module. 

11 7. A video oame console device according to claim 105, wherein said detacliable 
program storage means comprises a CD-ROM. 

118. A video game console device according to claim 1 05, wherein said detachable 
program storage means comprises a semiconductor memory cartridge. 

\5 1 19. A video game console device according to claim 105. wherein said 
communication means comprises a wireless communication system. 
12U. A video game console device according to claim 105, including a detachable 
controller module incorporating a variety of interactive control devices. 

121 . A video game console device ticcording to claim 1 19, wherein said contmller 
20 module is releasably connected with said console by riieans of a magnetic coupling 

1 22. A cartridge for a digital printing device, said cartridge including a casing 
having: 

a first portion for housing therein a supply of print- media; 
a print media exit opening; and 
25 ■ ah integral media transport mechanism disposed upon operation to pick up and 
drive a predetennined amount of said print media through said exit opening. 

123. A cartridge according to claim 122 including a second ink storage portion for 
housing therein a supply of ink. 

124. A cartridge according to claim 122 wherein said print media tratisport 
3(1 mechanism comprises a pick Up roller assembly. 
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J 25. A cartridge according to claim 124 wherein said pick up roller assembly 
includes: 

a drive shaft, pick up rollers rigidly connected with said drive shaft; and 
a drive gear, said shaft and roller being captively supported within the casing. 
5 126. A cartridge according to claim 125 wherein said drive gear extends at least 
partially external of the casing to engage a powered corresponding gear provided on 
the printing device with which the cartridge is to be used. 

127. A cartridge according to claim 125 whereiii the drive gear is able to engage a 
powered corresponding gear provided on the printing device by means of an apertm-e 

10 provided on said casing. 

128. A cartridge according to claim 123 wherein said second ink supply portion of 
the casing is segregated into distinct chambers for storing a supply of different 
coloured inks. 

1 29. A cartridge according to claim 128 wherein each of said iiilc storage chambers 
.\? has a corresponding ink outlet closed with a piercable seal. 

1 30. A cartridge device according to claim 129 wherein each ink outlet is in the 
form of a nozzle adapted to connect with a corresponding ink connection means 
provided on the printed device with which the cartridge iis to be used. 

131. A cartridge according to claim 123 wherein tlie irJc storage portion is defined 
20 at least in part by a collapsible membrane. 

1 32. A cartridgc.according to claim 123 wherein tiie casing includes a first print 
media storage molding, a second ink storage molding aiid an intermediate rnolding 
that serves to complete and enclose said prim media and ink.storage moldings, whilst 
simultaneously interconnecting the two. 

25 1 33 . A canridge for a drop-on-demand inkjet printing device, said cartridge 
including a casing having: . 

a first portion for housmg therein a supply of print media; 
a print media exit opening; and 

an integral media transport mechanism disposed upon operation to pick up and 
30 drive a predetermined amount of said prim media through said exit opening. 
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134. A cartridge according to claim 133 including asecond ink storage portion for 
housing therein a supply of ink. 

135: A cartridge according to claim 133 wherein said print media transport 
mechanism comprises a pick up roller assembly. 
5 136. A cartridge according to claim 135 wherein said pick up roller assembly 

includes: 

a drive shaft, pick up rollers rigidly connected with said drive shaft; and 

a drive gear, said shaft and roller being captively supported within the casing. 

137. A cartridge according to claim 136 wherein said drive gear extends at least 

1 0 partiallv external of the casing to engage a powered conresponding gear provided on 
the printing! device with which the cartridge is to be used. 

138. A cartridge according to claim 136 wherein the drive gear is able to engage a 
powered corresponding gear provided on the printing device by means of an aperture 
provided on said casing. 

15.139. A cartridge according to claim 1 34 wherein said second ink supply portion of 
the casing is segregated into distinct chambers for storing a supply of different 
coloured inks. 

1 40. A cartridge according to claim 139 wherein each of said inl< storage chambers 

has a corresponding uik outlet closed with a picrcable seal. 
20 141 . A cartridge device according to claim 140- wherein each ink outlet is in the 

form of a no'^le adapted to connect with a corresponding ink connection means 

provided on the printed device with which the cartridge is to be used. 

142. A cartridge according to claim 1 34 wherein the nik storage portion is dcfmcd 

at least in part by a collapsible membrane. 
25 143. A cartridge according to claim 134 wherein the casing mcludes a first print 

media .storage molding, a second ink storage molding and an intermediate molding 

that serves to complete and enclose said print media and ink storage moldings, whilst 

simultaneously interconnecting the two. 
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Th« International Searching Authority found mulUple inventions in tins imemauonal appUcatKm. as foUows. 
See supplemental sheet . 
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8. 



9. 



7 aain«99403 arcdirectedtoaprintmediadispensingdeviceforusewiA 
L print cS^^ «d pri«t =«dia L.n. for deUve^^ 

-^sDensins device includes a print media storage region havmg a dapensuig ou let, a printer 
oSe c^et ™n aTSter phone aSd to align the phone inlet withtJ« dispensmg outlet. .a^a 
Csi^^^J mechalm op^able to eject a predetermined ^^.f^^'^^"^ . 
SS^Sgoutiet and into the printer phone print media iiiletU^ 

dispensing device having a stoR«e region with a dispensmg outlet, a prmtcr phone cradle and a dispensing 
ejector mechanism coinprises a seventh "special technical feature 

Claims 105-121 are directed to a video game console device, The device includes means to remw 
SSbte iiielac^e program storage means for execution by the console; processmg and operatmg 
JSSt^tSSSLg San int^rSve program to generate images for display on an -ge drsphy 
m^s coZumcation means to enable operational interaction fr^^ 
pr;:^atusoperat.elya^tedv«^^ 

media images relevant to the interactive program, it is consiaerea uiai mc reai 
ooiisolo dcvico comprises a eighth "special technical feature' . 



technical feature". 



technical feature within the meanmg of PCT Rule 13 2. Conseauently it appears that a posteriori, 

meaning of PCT Rule 13 between the diflerent mventions can be seen. Consequenuy u appears v 
the claims do not satisfy the requirement of unity of inventioa 
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Continuation of Boa No: II 

The international application does not comply with the requirements of unity of invention because it docs not 
relate to one invention or to a group of inventions so linked as to form a single general inventive concept Jta 
coming to this conclusion the Intematiorfll Searching Audiority.has found that there are nme different uiventions 
as follows: 



1 Claims 1 - 1 3 are dircticd to a sticker prilling digital camera device The device includes a sticker storage 
means; sticker feed means; an image sensor; an internal inkjet printhead operatively associated with the 
image sensor and adapted to print on die sticker delivered by the sicker feed means; an ink supply; and 
me^ms to deliver ink to said printhoad. It is considered that the arrangement of die digital camera with an 
internal inkjet printhead to print images sensed by the camera onto stickers supplied ftmi » storage means 



of die device comprises a first "special technical feature' 

Claims 16-27 arc directed to a cartridge for a printing device. The cartridge mcludes a casing defining a 
first container portion for housing dierein a supply of adhesive coated print media and a second cormz>a 
portion for storing an ink supply. It is considcn«ld.at the feature of die cartndgc casmg havu?g brstand 
Loud container portions for holding different components comprises a second special techmcal 

feature". • 

Claims 28-38 are directed to a printer. The printer includes a printing means; a print media transport 
mean.; an h* »tD«gc n«ans; a fluidic connection between die ink Storage meaw and the pnntmg rr^; 
and a data connection means for transferring print data to the printmg means whercm die data «nnect,on 
is a PC card (PCMCIA) interface. It is considered diat die a prmter wid» die feature of data 
in die form of a PC card (PCMCIA) interfece comprises a diird "special techmcal 



means 

cotmection means 
feature". 



4 Clauns39-48a«directed.toaprimondemandcame.asystem.Thecamerasy^^^^ 
mathavii>salcn3,a«iriu.Sesen,or.3nima8ep,ocessingmeans.apowersupply.and^ 

arranged tl receiv; a signal from die image sensor via die image processmg meanr and ^^^^^'^ 
uSaving a PCMCIA^rface engageable widi die camera mut. It .s considered that a syj^« ^vmg a 
camera JtanddetachableprintcrunrteachwidiaPCMCIAinterfececompnscsafourdi specul 

technical feature". 

5 Claims 49-56 are directed to a printer unit. Tlie printer unit im»rporates a pri^ 
chip arranged to control the printhead. and ink and paper supply means. The pra^ 

. .coi^guredtofitwidiinapersonalcomputertypediskdrivebay. I''' »f 
.tevhS^aprintcont^oflercWtocomrddieprindieadandconfipiredtoftwidimapefi^ 

type disk drive bay craqjrises a fifdi "special techmcal feature". 

6 Claims 57-98 and 104 are directed to a hand held mobile phone device widi an integral internal print ■ ^ 
SSs^^n^ediasupplywhkiicanbelocatedNvidiindiedeviceasasn^^^^ 

S^SL ZTZ phone'l^e comprises a mobile telephone unit for -^^"S 
sigials. a print media supply, processing n«ans forprocessmg of sipmls mto a prmu^^^ 

pS^LinkdistribSlinit assembly atmchedtod^pro^^^ 

processed signals onto die print media, and print media feed mea.^ to feed pnnt media from the prmt^ 
mSTpplyto tt« pnndiead. It Is considccd diat die f«rtu»s of the mobde phone device widi mtegnd 
internal print ^iparatas comprises a skdi "special tedinical fc^ 

Continued 



Forai PCt/ISAfllO(exira sheet (2)XMy 1998) 



